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Technical Specification   
Frequency Range : 
Inductance Range : 
Temperature Coefficient : 
Tolerance : 

10kHz - 200kHz 
150mH - 1.5H 
1500ppm/°C max 
J = ±5% 
K = ±10% 

 

Features 
• Appropriate for various low frequency applications.  
• AC Circuits only - DC can damage the unique high-permeability ferrite of these inductors.  
• Ideal as a choke coil. Due to its high inductance and lower frequency it is suitable for use in 

audio processing circuits for low, high and bandpass filtering requiring high dynamic range.  
• High temperature epoxy resin used to hold base and drum securely.  
• Pot core provides good electromagnetic shielding for low radiated noise, making it ideal for 

use in applications where components are in close proximity to one another.  

TOKO 10RBH FIXED INDUCTORS 
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239LY-154(K) 150mH 75 90 25.2 3.6 87 436154

239LY-184(K) 180mH 90 85 25.2 3.4 84 436184

239LY-224(K) 220mH 90 95 25.2 3.2 74 436224

239LY-274(K) 270mH 90 105 25.2 3.1 68 436274

239LY-334(K) 330mH 80 125 25.2 3 61 436334

239LY-394(K) 390mH 80 140 25.2 2.5 59 436394

239LY-474(K) 470mH 80 190 25.2 2.1 52 436474

239LY-564(K) 560mH 80 215 25.2 2 50 436564

239LY-684(K) 680mH 60 250 25.2 2 45 436684

239LY-824(K) 820mH 60 265 16 1.8 31 436824

239LY-105(K) 1000mH 60 295 16 1.7 29 436105

239LY-125(K) 1200mH 50 385 16 1.5 26 436125

239LY-155(K) 1500mH 50 435 16 1.2 25 436155



 


