
MC108 Series 

 

 

 

Technical Specification   
Inductance Range : 
Frequency Range : 
Temperature Coeeficient : 

0.02uH - 0.17uH 
0MHz - 150MHz 
150ppm/°C max 

Not recommended for new 
designs. Please use MC139 

Series. 
Features 

• The MC108 is a miniature moulded coil with the appearance of a scaled down S18 series 
coil.  

• It is provided with a location peg on the base to facilitate insertion and positive location in all 
applications.  

• A slotted ferrite core is used for tuning, adjustable from the top.  
• Screening cans are available, B.E.C Stock No. 420007.  

TOKO MC108  MOULDED COILS 

TOKO Ref Inductance Qu
min 

Freq 
(MHz) 

Colour 
code Turns BEC Ref

(With Core) 
E514HNE-150025S11 0.024uH 130 100 white 1.5t 424100 
E514HNE-150024S12 0.038uH 150 100 red 2.5t 424200 
E514HNE-150013S13 0.056uH 170 100 orange 3.5t 424300 
E514HNE-150014S14 0.078uH 175 100 yellow 4.5t 424400 
E514HNE-150023S15 0.105uH 180 100 green 5.5t 424500 
E514HNE-150016S16 0.135uH 185 100 blue 6.5t 424600 
E514HNE-150015S17 0.17uH 190 100 violet 7.5t 424700 
(Without Core) 
E514GNE-150025S11 0.02uH 110 127 white 1.5t 424105 
E514GNE-150024S12 0.03uH 135 85 red 2.5t 424205 
E514GNE-150013S13 0.04uH 145 63 orange 3.5t 424305 
E514GNE-150014S14 0.05uH 155 50 yellow 4.5t 424405 
E514GNE-150023S15 0.064uH 160 40.5 green 5.5t 424505 
E514GNE-150016S16 0.074uH 165 34 blue 6.5t 424605 



E514GNE-150015S17 0.087uH 170 29 violet 7.5t 424705 
 


