
MC116 Series 

 

 

 
Technical Specification   
Inductance Range : 
Frequency Range  : 

0.03uH - 0.50uH 
30MHz - 200MHz 

Not recommended for new 
designs. Please use MC138 

Series. 
(Note : The MC134 Series does 
not have the same pin layout.)  

Features 
• The MC116 is a high stability close wound coil for general applications in the region 30MHz 

to 200MHz.  
• Single winding coil, with no tap or secondary facilities available.  
• A location tab is provided at base of the MC116 coil to facilitate positive location in PCBs 

during both insertion and automatic soldering processes.  
• The full range of the MC116 is not stocked in depth.  
• Please enquire regarding samples and delivery.  

TOKO MC116 MOULDED COILS 

TOKO Ref Inductance Qu 
min 

Freq 
(MHz) Turns BEC Ref 

(No Core) 
E521GN-010053 0.03uH 70 100 1.5t 414153 
E521GN-020053 0.04uH 90 100 2.5t 414253 
E521GN-030053 0.07uH 100 100 3.5t 414353 
E521GN-040053 0.09uH 100 100 4.5t 414453 
E521GN-050053 0.12uH 100 100 5.5t 414553 
E521GN-060053 0.16uH 100 100 6.5t 414653 
E521GN-070053 0.19uH 100 100 7.5t 414753 
E521GN-080053 0.23uH 100 100 8.5t 414853 
E521GN-090053 0.28uH 100 100 9.5t 414953 
E521GN-100053 0.29uH 100 100 10.5t 414053 
E521GN-110053 0.32uH 100 100 11.5t 414054 
(Alloy Core) 
E521LN-010033 0.04uH 50 58 1.5t 415133 



E521LN-020033 0.06uH 70 58 2.5t 415233 
E521LN-030033 0.09uH 90 58 3.5t 415333 
E521LN-040033 0.12uH 100 58 4.5t 415433 
E521LN-050033 0.16uH 100 58 5.5t 415533 
E521LN-060033 0.22uH 90 58 6.5t 415633 
E521LN-070033 0.25uH 100 58 7.5t 415733 
E521LN-080033 0.3uH 90 58 8.5t 415833 
E521LN-090033 0.36uH 90 58 9.5t 415933 
E521LN-100033 0.4uH 90 58 10.5t 415033 
E521LN-110033 0.45uH 90 58 11.5t 415034 
(Ferrite Core) 
E521HN-010023 0.03uH 90 100 1.5t 416123 
E521HN-020023 0.05uH 100 100 2.5t 416223 
E521HN-030023 0.08uH 100 100 3.5t 416323 
E521HN-040023 0.11uH 110 100 4.5t 416423 
E521HN-050023 0.17uH 100 100 5.5t 416523 
E521HN-060023 0.22uH 90 100 6.5t 416623 
E521HN-070023 0.26uH 90 100 7.5t 416723 
E521HN-080023 0.29uH 100 100 8.5t 416823 
E521HN-090023 0.37uH 90 100 9.5t 416923 
E521HN-100023 0.43uH 90 100 10.5t 416023 
E521HN-110023 0.5uH 90 100 11.5t 416124 
 


